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D55 PRO PLUS

Product Type : D55 Pro Plus Series

Description : Recessed fixed / Adjustable Downlight
Product Code : UCSN-CMD55 -FIXTURE CMDO02-55
Wattage : 13W

Beam Angle : 30°/ 50°

CCT: 2700K / 3000K / 4000K / 6000K

CRI: >90

THD : <15

Material : Aluminium + Reflector

DRIVER OPTIONS
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Zigbee Triac

PRO PLUS D55 SERIES|

Body Finish Reflector Finish
Black White Black White

Lumens : 88LM / W
Tiltable Angle : 30D with Tickclock™

Life Expectancy : 50,000 Burning Hrs

IP Grade : IP20

Control : Non Dimmable | Phase-cut | Analog | Dail
CCT tunable (with external driver)

Power : AC220-240V, 50 / 60Hz

Maintenance : Bottom Maintenance, the light engine
and driver can be serviced from the bottom, without
hampering the ceiling

SPECIAL ADDITIONAL FEATURES ‘W @
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Control by Voice Assistance Scene Control by CCT Tunable
Remote, Keypad, APP Remote, Keypad, APP
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[PRO PLUS D75 SERIES)
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N/ WA, Body Finish Reflector Finish
Black White Black White

D55 PRO PLUS

Product Type : D75 Pro Plus Series Lumens : 115LM / W, 122LM / W

Description : Recessed fixed / Adjustable Downlight Tiltable Angle : 30D with Tickclock™

Product Code : UCSN-CMD75 -FIXTURE CMDO1-75 Life Expectancy : 50,000 Burning Hrs

Wattage : 13W / 18W IP Grade : IP20 / 44* (*for steamproof fitting)

Beam Angle : 15°/ 24°/ 36°/ 60° Control : Non Dimmable | Phase-cut | Analog | Dail

CCT: 2700K / 3000K / 4000K / 6000K CCT : Tunable (with external driver)

CRI: >90 Power : AC220-240V, 50 / 60Hz

THD : <15 Maintenance : Bottom Maintenance, the light engine

and driver can be serviced from the bottom, without
hampering the ceiling

DRIVER OPTIONS SPECIAL ADDITIONAL FEATURES ‘W @

Material : Aluminium + Reflector
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Zigbee Triac

Control by Voice Assistance Scene Control by CCT Tunable
Remote, Keypad, APP Remote, Keypad, APP




Where Unique Services Create Smarter Spaces

UNISER

SMARTSPACES

ILLUMINATE. AUTOMATE. TRANSFORM

support@unisersmartspaces.com © +91-9867625686 @ www.unisersmartspaces.com
Head Office : Mumbai, India @ +91-22-22000515 | +91-9867625686 | f | in @unisersmartspaces




